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  RETAIL PRICE LIST 

 
                         PANEL TYPE 75 

 

                           COPPER-ALUMINIUM 

 
                     TYPE 905 (TOTAL HEIGHT 950mm) 

 
 

 

HEATING 

ELEMENTS 
1 2 3 4 5 6 7 8 9 10 

LENGTH m.m. 130 250 370 490 610 730 850 970 1090 1210 

 KCAL/H 604 1208 1812 2416 3020 3624 4228 4832 5436 6040 

PRICE 231€ 302€ 342€ 410€ 509€ 574€ 646€ 758€ 829€ 897€ 

 
TYPE 655 (TOTAL HEIGHT 700mm) 

HEATING 

ELEMENTS 
1 2 3 4 5 6 7 8 9 10 

LENGTH m.m. 130 250 370 490 610 730 850 970 1090 1210 

 KCAL/H 437 874 1311 1748 2185 2622 3059 3496 3933 4370 

PRICE 212€ 267€ 294€ 346€ 433€ 482€ 540€ 637€ 697€ 746€ 

 
TYPE 505 (TOTAL HEIGHT 550mm) 

HEATING 

ELEMENTS 
1 2 3 4 5 6 7 8 9 10 

LENGTH m.m. 130 250 370 490 610 730 850 970 1090 1210 

 KCAL/H 344 688 1032 1376 1720 2064 2408 2752 3096 3440 

PRICE 199€ 243€ 263€ 306€ 384€ 425€ 474€ 561€ 611€ 651€ 

 
TYPE 355 (TOTAL HEIGHT 400mm) 

HEATING 

ELEMENTS 
1 2 3 4 5 6 7 8 9 10 

LENGTH m.m. 130 250 370 490 610 730 850 970 1090 1210 

 KCAL/H 273 546 819 1092 1365 1638 1911 2184 2457 2730 

PRICE 188€ 222€ 234€ 267€ 338€ 369€ 403€ 487€ 527€ 559€ 

 
PANEL RADIATORS ARE MADE BY COPPER TUBES COVERED BY ALUMINIUM PROFILES. 
THE WATER IN THE SYSTEM IS CIRCULATED IN THE COPPER TUBES. 
EACH ONE VERTICAL TUBE COVERED BY ALUMINIUM PROFILE IS A HEATING ELEMENT. 
THESE PANEL RADIATORS CAN BE MANUFACTURED IN A CLIMAX OF 1 TO 24 ELEMENTS  
( 130 mm TO 2890 mm ). 
TOTAL THICKNESS OF EACH UNIT 42 mm. 
THE PANELS MAY BE MOUNTED ON THE WALL EITHER HORIZONTALLY  OR VERTICALLY. 

TESTING PRESSURE :15 bar. OPERATING PRESSURE : 10 bar. MEASURED FOR WATER TEMPERATURE  80 ºC
         . 


